
www.ampto.com 19

FULLY-AUTOMATIC ESPRESSO 
COFFEE MACHINES

SPECIFICATIONS

B2016DE1IS2 B2016DE2IS4E B2016DE3IS4E

No. of Groups 1 2 3

Voltage 110V /50-60 Hz 220V / 50-60 Hz 220V / 50-60 Hz

Power 2750-3300 W 2750-3300 W 4600-5450 W

Boiler 5 Liters (1.3 gal.) 11 Liters (2.90 gal.) 17 liters (4.50 gal)

Product Dimensions
22.4” (A) x 21.6” (B) 

x 20.2” (C)
29.5” (A) x 21.6” (B) 

x 20.2” (C)
35” (A) x 19.6” (B)  

x 20.47” (C)
Net weight 108 lbs 138 lbs 166 lbs

Shipping Dimensions
25” (A) x 24” (B) 

x 27” (C)
31”(A) x 25”(B)  

x 28”(C)
38” (A) x 25” (B) 

x 28” (C)
Gross weight 123 lbs 158 lbs 192 lbs

Inlet Connection G 3/8”
Outlet Connection G 3/4”

B2016DE2IS4EB2016DE1IS2

• Heavy duty 304 Stainless Steel Construction

• Removable stainless steel grids placed under the 
groups allow to use cups up to 5” tall

• Fully-Automatic: 4 different coffee doses can be 
programmed for each group

• Thermostatically controlled groups

• Copper Broiler

• Built-in volumetric motor pump connected 
directly to the water


