
M I L K  C O O L E R S

Now all True Milk Coolers use R290 Hydrocarbon refrigerant. Hydrocarbon (HC) refrigerants 

are natural, nontoxic refrigerants that have zero ozone depleting properties and low global 

warming potential. Hydrocarbons are one of the most climate-friendly and cost-effective 

refrigerants to cool and freeze.
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N E W  D E S I G N .  N AT U R A L  R E F R I G E R AT I O N .  K E E P S  M I L K  F R E S H  LO N G E R .

True’s forced-air milk coolers (TMC series) feature oversized refrigeration systems designed to hold milk at 33°F to 38°F. Colder milk results in 

increased sales and less spoilage. Units feature conveniently designed self-service drop-front and flip-top doors. True’s forced-air advantage 

allows milk products to remain cold even with access doors open and eliminates the ice build up associated with cold wall construction.



SINGLE SIDED MILK COOLERS

DUAL SIDED MILK COOLERS
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crate
capacity hpfloor

racks amps
crated
weight

cabinet dimensions
W** d† h*model doors

WHITE VINYL & STAINLESS STEEL EXTERIOR/CLEAR ALUMINUM INTERIOR
TMC-34-HC 2 8 2 1/5 2.7 305 34 x 33 x 415/8
TMC-49-HC 2 12 3 1/5 2.7 380 49 x 33 x 415/8
TMC-58-HC 2 16 3 1/5 2.7 425 58 x 33 x 415/8
STAINLESS STEEL EXTERIOR/CLEAR ALUMINUM INTERIOR
TMC-34-S-HC 2 8 2 1/5 2.7 290 34 x 33 x 415/8
TMC-49-S-HC 2 12 3 1/5 2.7 365 49 x 33 x 415/8
TMC-58-S-HC 2 16 3 1/5 2.7 410 58 x 33 x 415/8
WHITE VINYL & STAINLESS STEEL EXTERIOR/STAINLESS STEEL INTERIOR
TMC-34-SS-HC 2 8 2 1/5 2.7 360 34 x 33 x 415/8
TMC-49-SS-HC 2 12 3 1/3 2.7 395 49 x 33 x 415/8
TMC-58-SS-HC 2 16 3 1/5 2.7 440 58 x 33 x 415/8
STAINLESS STEEL EXTERIOR/STAINLESS STEEL INTERIOR
TMC-34-S-SS-HC 2 8 2 1/5 2.7 345 34 x 33 x 415/8
TMC-49-S-SS-HC 2 12 3 1/5 2.7 430 49 x 33 x 415/8
TMC-58-S-SS-HC 2 16 3 1/5 2.7 445 58 x 33 x 415/8

** Width does not include 1/8" (4mm) each side for lid pins.
† Depth does not include 1" (26mm) for bumpers.
* Height does not include 51/8" (131mm) for castors.

crate
capacity hpfloor

racks amps crated
weight

cabinet dimensions
W** d† h*model doors

WHITE VINYL & STAINLESS STEEL EXTERIOR/WHITE ALUMINUM INTERIOR
TMC-34-DS-HC 4 8 2 1/5 2.7 320 34 x 33 x 415/8
TMC-49-DS-HC 4 12 3 1/5 2.7 395 49 x 33 x 415/8
TMC-58-DS-HC 4 16 3 1/5 2.7 440 58 x 33 x 415/8
STAINLESS STEEL EXTERIOR/WHITE ALUMINUM INTERIOR
TMC-34-S-DS-HC 4 8 2 1/5 2.7 360 34 x 33 x 415/8
TMC-49-S-DS-HC 4 12 3 1/5 2.7 405 49 x 33 x 415/8
TMC-58-S-DS-HC 4 16 3 1/5 2.7 485 58 x 33 x 415/8
WHITE VINYL & STAINLESS STEEL EXTERIOR/STAINLESS STEEL INTERIOR
TMC-34-DS-SS-HC 4 8 2 1/5 2.7 350 34 x 33 x 415/8
TMC-49-DS-SS-HC 4 12 3 1/5 2.7 400 49 x 33 x 415/8
TMC-58-DS-SS-HC 4 16 3 1/5 2.7 460 58 x 33 x 415/8
STAINLESS STEEL EXTERIOR/STAINLESS STEEL INTERIOR
TMC-34-S-DS-SS-HC 4 8 2 1/5 2.7 355 34 x 33 x 415/8
TMC-49-S-DS-SS-HC 4 12 3 1/5 2.7 425 49 x 33 x 415/8
TMC-58-S-DS-SS-HC 4 16 3 1/5 2.7 485 58 x 33 x 415/8

** Width does not include 1/8" each side for lid pins.
† Depth does not include 1" each side for bumpers.
* Height does not include 51/8" for castors.


