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Digital

waterPrOOF Digital therMOMeter

inFrareD therMOMeter

TMT-DG1 TMT-DG2

TMT-DG5

TMT-iF1

TMT-DG4

TMT-WD1

ThermOmeTers

TMT-SeRieS
as indicated

♦♦Protective sleeve included
♦♦excellent, quick response times for fast temperature readings

ITEM NSF TEMPERATURE RANgE DIAl FACE SIZE PRObE lENgTh gUIDElINE ON DIAl MOUNTINg / OThER FEATURES UOM CASE
TMT-DG1   -40-302ºF; 

-40-150ºC
1" lCD 4-3/4" Meat Cooking 

Temperature Guide
each 12/144

TMT-DG2   n/a -49-392ºF; -45-200ºC 1-3/16" lCD 4-3/4" Meat Cooking 
Temperature Guide

•	Head swivels 180 
degrees for easy 
reading

each 12/72

TMT-DG4   -40-450ºF; 
-40-230ºC

1-1/4" lCD 3-1/8" HaCCP •	Hold function each 3/144

TMT-DG5   n/a -49-392ºF; -45-200ºC 1-3/8" lCD  
with Back 

light

2-7/8" Meat Cooking 
Temperature Guide

•	Min. & max. feature 
•	Hold function
•	Hanging string

each 12/72

 
♦♦Compact pen-style thermometer provides fast temperature readings for liquids or solids
♦♦Minimum & maximum feature

ITEM NSF TEMPERATURE RANgE DIAl FACE SIZE PRObE lENgTh gUIDElINE ON DIAl MOUNTINg / OThER FEATURES UOM CASE
TMT-WD1  -58-392ºF; 

-50-200ºC
7/8" lCD 2-3/4" •	Hold function

•	includes protective 
sleeve

each 24/96

 
♦♦Simply point infrared light at surface for accurate temperature reading of all kinds of cooked or baked 
goods, without the risk of cross-contamination.
♦♦20 second automatic power off
♦♦Distance spot ratio 12:1

ITEM NSF TEMPERATURE RANgE DIAl FACE SIZE PRObE lENgTh gUIDElINE ON DIAl MOUNTINg / OThER FEATURES UOM CASE
TMT-iF1  n/a -26°F-608°F; 

-32°C-320°C
1" lCD with 
Back light

n/a •	auto temp. hold
•	laser On/OFF

each 12/48
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